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screw may protrude
slightly past the end
of the locknut).

Sex Bolt,

h. Repeat installation
for the opposite side
of sun canopy. Wipe
area clean with rag
or towel.

After tightening the
locknuts (Item E), the B
Loctite will need 8 or
more hours to set
(depends on
temperature) prior to

Swingarm

use: Pivot Tube

ivo
Reference Fig. 1 as Outer Bracket
it describes the Pivot Plug

various parts of the

Fig. 3 Pivot Hardware Installation
ICSA.

Set parking brake.
Refer to BOB stroller
owner’s manual for
use and function of

brake. Rotated
Forward

1. UNPACK:

Remove all Pivot

packaging material
from product.

Bracket

Note orientation of
pivot parts and
hardware (Item No’s.
4,5, & 6). When
installing these parts
they should be
assembled in same
orientation as shown
in Fig. 1.
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2. LOCATE THE Fig. 4 Main Tube Aligned for Assembly

ATTACHMENT
POINTS ON
STROLLER: Fig. 2
shows the swingarm
pivot tube locations
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view the inside Restraint Belt \ Bonnet
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forward and out of the \
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3. INSTALL THE \‘

PIVOT HARDWARE \

ON STROLLER: 3 o ColrraGInGE 0

With pivot plugs
installed, next install
the pivot hardware. Insert one of the female (long) parts of sex bolt
(Item 5) through each pair of pivot plugs (Item 4) from the inside, as
shown in Fig. 3, so the threaded ends are just flush with the outside
pivot-plugs.

4. POSITION THE ICSA ASSEMBLY:

Make sure both the supports (ltem 7) are rotated forward before
installing ICSA on stroller as shown in Fig. 4.

Stretch both ends of the ICSA main tube evenly over the pivot brackets
of the stroller. Be careful not to pinch your fingers.

One side at a time,
locate each hole at
the end of the main
tube of the ICSA
assembly and line up
with pivot hardware
on stroller.

One side at a time,
push female part of
sex bolt (Item 5)
through ICSA main
tube, and install male
part of sex bolt (Item
6) As shown in Fig.3.
Tighten pivot
hardware using both
screwdrivers. Tighten
completely (Torque to
10-15 inch-pounds
force).

5. INSTALL UPPER
COMPONENTS:
Move stays of stroller
bonnet (sun canopy)
to a vertical position
as shown in Fig. 2.
Locate and remove
the lower fabric screw
on each side of
handlebar, Fig 2.
Work on one side at
a time, keeping the
other side Support
(Item 7) forward as
shown in Fig. 4.
Rotate Main Tube
(Item 1) back, routing
the Support (Item 7)
between inboard
bonnet stay and
stroller frame until the
hole in the support is
aligned with lower
fabric screw threads
(rivet nut) on
handlebar. Assembly
sequence shown in
Fig. 5. Make sure
restraint belt (Item 9)
is oriented with pull
ring facing out as
shown in Fig. 7. Push
fastener (Item 8) with
pointed end carefully
through support (ltem
7), grommet of safety
restraint belt (Item 9),
then through fabric
grommet and into rivet
nut on handlebar.
Start thread by hand.
Using screwdriver,
thread the fastener
straight into the
handlebar. Be careful:
do not cross-thread.
The fastener is
designed to anchor
into the interior
opposite wall of
handlebar.

Hold the restraint belt
in the proper position
perpendicular to
frame as shown in
Fig. 6 and tighten

MAO517A
Hold Restraint Belt
o Perpendicular to
Handlebar When
Tightening Fastener
©
= (J
2 ()
Fastener (- A
O
g. 6 Proper Restra Belt Orientatio
Buckle and Pull Ring ——=>
Oriented To Outside

Fig. 7 Restraint Belt Properly Installed
Canopy Against
Seat Reclined Peieh

Handlebar

/ Restraint

Belt
Outside
Stroller

Accessory
Tube

Fig. 8 Correct Configuration for Britax
Companion

~

Both Car Seat Grooves
Placed on Accessory Tube

Fig. 9 Britax Companion Placed on
ICSA
)

Fastener (Item 8). (Torque to 10-15 In-Ibf.
Properly installed Restraint Belt shown in Fig. 7.
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the belt will hold the GRACO securely in place.

Make sure the tension of the belt is not constricting your child.
Before use, verify you have installed your Snug Ride correctly as
shown in Fig. 15.

As final double check before use, attempt to remove car seat with the
restraint belt in place and securely fastened. You should not be able
to remove car seat without unfastening restraint belt.

To remove the GRACO:

1. Set parking brake.

2. Unbuckle the ICSA restraint belt and move out of way.

3. Pull on red release handle of the GRACO while lifting straight up
and off the BOB stroller with the handle of the GRACO in the vertical
(carry) position.

4. Fasten restraint belt when not in use to prevent damage.

PEG PEREGO Primo Viaggio

1. Set Parking Brake.
Refer to BOB stroller
owner’s manual for
use and function of
brake.

2. Confirm Accessory
Tube (ltem 2) is
installed on ICSA and
secured in place by
two screws (Iltem 3).
The ICSA is supplied
with the Accessory
Tube installed.

3. Fig. 17 shows the
ICSA and stroller in
the correct
configuration to
accept the Peg
Perego Primo
Viaggio.

4. Make sure BOB
Stroller seat is in the
upright position. Refer
to BOB stroller
owner’s manual for
seat-recline strap(s)
location and function.
5. Rotate BOB stroller
canopy all the way
open, back against
the handlebar, Fig. 17.
6. Unbuckle Restraint
Belt. Move each belt
end outside the
stroller seat so they
will not be trapped
under the PEG
PEREGO, Fig. 17.

7. With car seat
handle in vertical
(carry) position, gently
place the PEG

Canopy Against
Handlebar

/ Restraint

Belt
Outside
Stroller

Seat Upright |
=

F|g 17 Correct Conflguratlon for Peg
Pergeo Primo Viaggio

Both Car Seat Grooves
Placed on Accessory Tube

in the seat of BOB
Stroller w/ICSAin a
straight downward
motion.

8. Align the bottom
channels or grooves
of the PEG PEREGO
plastic frame so they
rest on the Accessory
Tube (ltem 2) as
shown in Fig. 18.

MAO0517A

Belt. When tightened
properly, the belt will
hold the PEG
PEREGO securely in
place.

Make sure the tension
of the belt is not
constricting your child.
Before use, verify you
have installed your
Primo Viaggio
correctly as shown if
Fig. 20.

As final double check
before use, attempt to
remove car seat with

Handle in

Canopy Against Upright

Handlebar

Restraint
Belt
Secured

Both Car Seat Grooves

9. Fasten buckle of
Restraint Belt over the
top of the PEG
PEREGO as shown in
Fig. 15.

10. Pull on the ring to
tighten the Restraint

Restraint Belt
Routed Across
Car Seat
And Buckled

Fig. 19 Peg Perego Primo Viaggio
Secured With Restraint Belt

Accessory Tube

Fig. 20 Peg Perego Pri
Installed on ICSA

the restraint belt. You
should not be able to
remove car seat
without unfastening
restraint belt.

To remove the PEG PEREGO:

1. Set parking brake.

2. Unbuckle the ICSA restraint belt and move out of way.

3. Lift the PEG PEREGO straight up and off the BOB stroller with the
handle of the PEG PEREGO in the vertical (carry) position.

4. Fasten restraint belt when not in use to prevent damage.

LIMITED WARRANTY

BOB Trailers Inc. takes pride in its workmanship and strives to
manufacture the best products possible. Therefore, we warranty the
ICSA against defects in material and workmanship subject to the
conditions listed below. Since no product is indestructible, it does not
cover defects attributable to or resulting from normal wear, abuse or
alteration.

= The ICSA is warranted for one year from the date of original

purchase.

Warranty is only valid for the original purchaser.

Proof of purchase is required to exercise this warranty.

Labor and freight charges are not included.

Normal wear, neglect, abuse, accidents, and improper use are not

covered by this warranty.

Warranty claims must be made through an authorized dealer.

This warranty is limited to the repair or replacement of the defective

part. BOB Trailers, Inc. shall in no event be responsible for

consequential or special damages.

= This Limited Warranty is the only express or implied warranty
applicable to BOB Trailers, Inc. Any implied warranties, including
warranties of merchantability and fitness shall be limited in scope
and duration in accordance with this limited warranty.

B+O°B, B°O*B Logo, and BOB are proprietary trademarks of BOB
Trailers, Inc.

Britax® and Companion® are registered trademarks of Britax Excelsior
Ltd. and related companies

Graco® and Snug Ride® are registered trademarks of Graco Children’s
Products, Inc.

Peg Perego® and Primo Viaggio™ are registered and proprietary
trademarks of Peg Perego S.P.A. Corporation



